EXTREMIG 160WII1/180WIII/200WIII MIG/IMAG[GMAW]

PRODUCT DESCRIPTION

ePortable Multi-Process Inverter Welder

eNew Generation advanced IGBT Inverter

Technology

eMultiple Process with MIG ( GMAW),

MMA ( SMAW) and Lift TIG ( GTAW)

eldeal for welding of carbon steels, low-

alloy steels, stainless steels

eExcellent welding with steel, stainless

steel, aluminium and flux cored wires

e\Welding mode 2T/4T and spot welding

selection.

eDigital welding current and voltage

display.

eEquipped with voltage protection and
DC 50/60 % 1 thermal protection
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R Hz PHASE ePower, Overload and Under/Over-Voltage

LED indicators

TECHNICAL PARAMETER
Model EXTREMIG160WIII EXTREMIG180WIII EXTREMIG200WIII
Input Power (V) 230 230 230
Max Input Current (A) 285 32 36
Rated Input Capacity (kVA) 6.84 7.36 8.64
Rated Open Circuit Voltage(V) " 68 7

Welding Current Adjustment Range(A) MIG30-160/MMA30-130/TIG20-160 MIG30-180/MMA30-150/TIG20-180  MIG30-200/MMA30-170/TIG20-200
Rated Output (A) 40%/20%@ 160 40%/20%@180 30%/15%@200
Weight (ka) 10.5 105 105

LxWxH (mm) 490 x 190 x 335 490 x 190 x 335 490 x 190 x 335



DETAIL DISPLAY
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